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Introduction 
 
Forensic Analytical Consulting Services, Inc. (FACS) was retained by the Judicial Council of California to perform a 
pre-renovation asbestos survey at the Santa Ana Central Justice Center (30-A1) in anticipation of the fire sprinkler 
upgrade project.  A list of all suspect materials identified and sampled are included in Appendix A of this report.  
The visual inspection, bulk sample collection, and survey documentation was performed by Oscar Garcia.  Mr. 
Garcia (California Certified Site Surveillance Technician #05-3759) is an AHERA-trained Building Inspector.  The 
survey was conducted on May 20 & 22, 2020. 
 
 
Methodology 
 
Our investigation consisted of the following: 

 
• Visual inspection 
• Documentation of relevant conditions 
• Collection of samples of suspect asbestos-containing materials  
• Submitting asbestos samples and paint samples to SGS in Carson, CA.  SGS is accredited by NVLAP (No. 

101459-1) for asbestos analysis. 
• Presenting analytical results, conclusions, and recommendations in a report 

 
The survey was restricted to the materials that may be impacted by the project.  All other areas of the building 
were not inspected or tested during this survey. We understand the renovation will involve installation of new fire 
suppression plumbing lines above the suspended ceilings throughout the first, second and third floors.  
 
The types, numbers, and locations of samples were determined based on provided information, visual 
observations, regulatory requirements, and other project management considerations. 
 
 
Findings 
 
Asbestos 
Asbestos survey results are summarized in the attached table (Appendix A). 
 
Asbestos was identified in the following materials: 

• Fireproofing 
• Drywall joint compound 

 
The detailed laboratory reports and completed Sampling Data Forms (Chains of Custody) are contained in  
Appendix B. 
 
 
Conclusions and Discussion 
 
Materials for which sample analysis by PLM results in greater than one percent asbestos (for any one sample 
collected from a homogeneous material) are classified as asbestos-containing material (ACM) under regulations 
promulgated by (but not limited to) the following agencies: federal EPA, South Coast Air Quality Management 
District (SCAQMD) California EPA (Cal-EPA), federal OSHA and Cal/OSHA. These materials are also classified as 
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asbestos-containing construction material (ACCM) under Cal/OSHA and California Contractor State License Board 
(CSLB) regulations.  
 
The agencies use the following definitions: 
 
 Federal EPA: materials containing greater than one percent asbestos are ACM 
 SCAQMD: materials containing greater than one percent asbestos are ACM 
 Cal/OSHA: materials containing greater than 0.1% asbestos by weight are ACCM 
 CSLB: materials containing greater than 0.1% asbestos by weight are ACCM 
 
Materials shown in the table as containing asbestos are regulated materials under the EPA and SCAQMD 
regulations, Cal/OSHA regulations, and numerous additional regulations.   
 
SCAQMD Rule 1403 requires (with limited exceptions) that both friable and non-friable ACM in buildings be 
removed prior to maintenance, repairs, renovation or demolition that would disturb the material.  Work involving 
the disturbance of asbestos-containing material also requires ten working days prior notification to SCAQMD 
(exemption for less than 100 square feet) and notification to Cal/OSHA. 
 
 
Recommendations 
 

1. All affected portions of asbestos-containing materials should be removed by a licensed asbestos 
abatement contractor prior to the work planned for the construction project.  These materials should not 
be disturbed, except by a licensed asbestos abatement contractor who complies with all applicable 
regulations. 

2. Consideration should be given to full abatement (removal) of interior ceilings and fireproofing prior to 
commencement of the fire sprinkler upgrade project.  The rationale is due to the potential for asbestos 
release/fireproofing damage caused by vibration that will occur during fire suppression plumbing 
installation activities (i.e. plumbing installation requires attachment of hangers to the ceiling decks) if the 
fireproofing is not fully removed or if only spot abatement is performed.  Further, if full abatement not 
conducted prior, the work areas will still require containment and all trades working in the ceiling space 
will require asbestos qualifications.  Additionally, the HVAC is reported to be an open plenum return 
system, so this will have to be addressed to prevent HVAC contamination. 

a. Note: Future planned projects will also require fireproofing and ceiling abatement (i.e. Smoke 
Purge System Installation Project).  So this future projects will also benefit from full abatement 
and increase the secondary benefit/economies of scale by eliminating the need for repeat 
abatements or project complexities (and associated costs). 

3. If any additional suspect asbestos-containing material is discovered during planned work, the material 
must be tested for asbestos content prior to any disturbance.  

4. Under the California Health and Safety Code Section 25915 et. seq., notification about asbestos-
containing construction materials must be provided initially by the building owner within 15 days of 
receipt of the information to co-owners, tenants, employees, contract workers, or others who may 
encounter the material, and the notification must be provided annually thereafter.  Notification of new 
asbestos information (such as any ACM or ACCM identified in this report) must be provided within 15 days 
of the end of each 90-day period.  Under Cal/OSHA regulation, this information must also be provided to 
contractors, sub-contractors or others whose work may disturb ACM or ACCM, prior to submission of bids 
and performance of work. 
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5. For further assistance with regulatory requirements, FACS should be consulted, and the applicable 
regulations should be reviewed. 

 
 
Limitations 
 
This investigation is limited to the conditions and practices observed and information made available to FACS. The 
methods, conclusions and recommendations provided are based on FACS’ judgment, expertise and the standard 
of practice for professional service. They are subject to the limitations and variability inherent in the methodology 
employed. As with all environmental investigations, this investigation is limited to the defined scope and does not 
purport to set forth all hazards, nor indicate that other hazards do not exist.  
 
Please do not hesitate to contact our offices at 310-668-5600 with any questions or concerns. Thank you for the 
opportunity to assist the Judicial Council of California in promoting a more healthful environment. 
 
FORENSIC ANALYTICAL      FORENSIC ANALYTICAL 
 

 
 

Mark Smith       Stephen Long 
CAC No. 00-2736      CAC No.  92-0580    
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Appendix A 
Asbestos Results Table 
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Pre-Renovation Asbestos Survey Summary 
Santa Ana CJC – Fire Sprinkler Upgrade Project  

Floors 1, 2 & 3 
Survey Dates: May 20 & 22, 2020 – Lab report numbers: B304028 and B304117 

Sample 
Numbers Material Description Location(s) of Material Asbestos Content 

(percent) 
Asbestos 

Regulatory 
Classification 

Approximate 
Quantity* 

01A – G Fireproofing Throughout project areas – on structural steel 
(and including overspray on other components) 7% Friable more than 

5,000 SF 

02A – G Smooth plaster wall and various 
ceilings Throughout project areas, including overspray ND NA - 

03A – G 2’x4’ Ceiling tile (larger pinhole 
pattern) Throughout – various project areas ND NA - 

04A – G Sand texture plaster walls and 
various ceilings Throughout project areas ND NA - 

05A – C 2’x4’ Ceiling tile (fissured pattern) 1st floor east wing B100 ND NA - 

06A – C 1’x3’ Ceiling tile (textured pattern) Throughout – various project areas ND NA - 

07A – C 12-inch Ceiling tile (fissured pattern) 3rd floor holding area hall ND NA - 
08A – G 
10A-C 

Drywall & joint compound walls 
and various ceilings Throughout project areas Drywall:  ND 

 Joint Compound:  2%  Class 1 NF more than 
5,000 SF 

09A – C 2’x4’ Ceiling tile (smaller pinhole 
pattern) 3rd floor west wing D301 ND NA - 

11A-C 2’x2’ Ceiling tile (textured pattern) 2nd floor east wing C4 ND NA - 

12A-C 2’x2’ Ceiling tile (white) 
3rd floor east wing jury assembly area, Craig’s Café, 

2nd floor east wing CEO office area & conference 
room 

ND NA - 
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Appendix B 
Laboratory Reports and Chain of Custody Documents  
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Final Report

(EPA Method 40CFR, Part 763, Appendix E to Subpart E and EPA 600/R-93-116, Visual Area Estimation)
Bulk Asbestos Analysis

NVLAP Lab Code: 101459-1
LA05Client ID:Forensic Analytical Consulting Svcs
B304028Report Number:Mark A. Smith

Date Received:2959 Pacific Commerce Drive
05/22/20Date Analyzed:
05/22/20Date Printed:Rancho Dominguez, CA 90221

First Reported:

LA05PJ46896; Santa Ana Central Justice Center 30-A1: Fire Sprinkler Upgrade 700
Civic Center Drive West Santa Ana CA 92701

SGSFL Job ID:Job ID/Site:

Date(s) Collected: 05/20/2020
16Total Samples Submitted:

Total Samples Analyzed: 16

05/21/20

05/22/20

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

01A 51350687
Layer: Beige Semi-Fibrous Material Chrysotile 7 %

Asbestos (7%)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

01B 51350688
Layer: Off-White Semi-Fibrous Material Chrysotile 7 %

Asbestos (7%)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

01C 51350689
Layer: Off-White Semi-Fibrous Material Chrysotile 7 %
Layer: Grey Semi-Fibrous Material ND

Asbestos (2%)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (30 %)        

01D 51350690
Layer: Grey Semi-Fibrous Material ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (7 %)        

01E 51350691
Layer: Grey Semi-Fibrous Material ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Fibrous Glass (80 %)        

01F 51350692
Layer: Off-White Semi-Fibrous Material Chrysotile 7 %

Asbestos (7%)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

01G 51350693
Layer: Off-White Semi-Fibrous Material Chrysotile 7 %

Asbestos (7%)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

 1  of  3
20535 South Belshaw Avenue, Carson, CA 90746 / Telephone: (310) 763-2374  (888) 813-9417 / Fax: (310) 763-4450

Construction Management services for Fire Life Safety Building Deficiency Corrections at the Central Justice Center 
RFP Number:  RFP-FS-2023-01-MB



Report Number: B304028
Date Printed: 05/22/20Client Name: Forensic Analytical Consulting Svcs

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

02A 51350694
Layer: Beige Plaster ND
Layer: White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

02B 51350695
Layer: Beige Plaster ND
Layer: White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

02C 51350696
Layer: Beige Plaster ND
Layer: Beige Non-Fibrous Material ND
Layer: White Non-Fibrous Material ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

02D 51350697
Layer: Beige Non-Fibrous Material ND
Layer: White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

02E 51350698
Layer: Beige Non-Fibrous Material ND
Layer: White Plaster ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

02F 51350699
Layer: Beige Plaster ND
Layer: White Plaster ND
Layer: White Skimcoat/Joint Compound ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

03A 51350700
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (35 %)        Fibrous Glass (45 %)        
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Report Number: B304028
Date Printed: 05/22/20Client Name: Forensic Analytical Consulting Svcs

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

03B 51350701
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (35 %)        Fibrous Glass (45 %)        

03C 51350702
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (35 %)        Fibrous Glass (45 %)        

Analytical results and reports are generated by SGS Forensic Laboratories (SGSFL) at the request of and for the exclusive use of the person or entity (client) named on such report.
Results, reports or copies of same will not be released by SGSFL to any third party without prior written request from client. This report applies only to the sample(s) tested.
Supporting laboratory documentation is available upon request. This report must not be reproduced except in full, unless approved by SGSFL. The client is solely responsiblefor the
use and interpretation of test results and reports requested from SGSFL. SGSFL is not able to assess the degree of hazard resulting from materials analyzed. SGS Forensic
Laboratories reserves the right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified. All samples were
received in acceptable condition unless otherwise noted.

Note: Limit of Quantification ('LOQ') = 1%. 'Trace' denotes the presence of asbestos below the LOQ. 'ND' = 'None Detected'.
Tiffani Ludd, Laboratory Supervisor, Carson Laboratory
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Final Report

(EPA Method 40CFR, Part 763, Appendix E to Subpart E and EPA 600/R-93-116, Visual Area Estimation)
Bulk Asbestos Analysis

NVLAP Lab Code: 101459-1
LA05Client ID:Forensic Analytical Consulting Svcs
B304117Report Number:Mark A. Smith

Date Received:2959 Pacific Commerce Drive
05/27/20Date Analyzed:
05/27/20Date Printed:Rancho Dominguez, CA 90221

First Reported:

LA05PJ46896; Santa Ana Central Justice Center 30-A1: Fire Sprinkler Upgrade 700
Civic Center Drive West Santa Ana CA 92701

SGSFL Job ID:Job ID/Site:

Date(s) Collected:
53Total Samples Submitted:

Total Samples Analyzed: 53

05/26/20

05/27/20

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

04A 51351418
Layer: Beige Non-Fibrous Material ND
Layer: Off-White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

04B 51351419
Layer: Off-White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

04C 51351420
Layer: Beige Non-Fibrous Material ND
Layer: Off-White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

04D 51351421
Layer: Beige Non-Fibrous Material ND
Layer: White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

04E 51351422
Layer: Beige Non-Fibrous Material ND
Layer: White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        
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Report Number: B304117
Date Printed: 05/27/20Client Name: Forensic Analytical Consulting Svcs

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

04F 51351423
Layer: Beige Plaster ND
Layer: White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

04G 51351424
Layer: Beige Non-Fibrous Material ND
Layer: Off-White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        

05A 51351425
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (45 %)        Fibrous Glass (35 %)        

05B 51351426
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (45 %)        Fibrous Glass (35 %)        

05C 51351427
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (45 %)        Fibrous Glass (35 %)        

06A 51351428
Layer: Off-White Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

06B 51351429
Layer: Off-White Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

06C 51351430
Layer: Foil ND
Layer: Tan Fibrous Material ND
Layer: Off-White Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

 2  of  8
20535 South Belshaw Avenue, Carson, CA 90746 / Telephone: (310) 763-2374  (888) 813-9417 / Fax: (310) 763-4450

Construction Management services for Fire Life Safety Building Deficiency Corrections at the Central Justice Center 
RFP Number:  RFP-FS-2023-01-MB



Report Number: B304117
Date Printed: 05/27/20Client Name: Forensic Analytical Consulting Svcs

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

06D 51351431
Layer: Off-White Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

06E 51351432
Layer: Off-White Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

06F 51351433
Layer: Off-White Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

06G 51351434
Layer: Off-White Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

07A 51351435
Layer: Paint ND
Layer: Tan Mastic ND
Layer: Brown Mastic ND
Layer: Paint ND
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (15 %)        Fibrous Glass (20 %)        

07B 51351436
Layer: Tan Mastic ND
Layer: Brown Mastic ND
Layer: Paint ND
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (30 %)        Fibrous Glass (40 %)        

07C 51351437
Layer: Tan Mastic ND
Layer: Paint ND
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (30 %)        Fibrous Glass (40 %)        
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Report Number: B304117
Date Printed: 05/27/20Client Name: Forensic Analytical Consulting Svcs

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

08A 51351438
Layer: White Drywall ND
Layer: White Skimcoat/Joint Compound Chrysotile 2 %
Layer: Paint ND

Asbestos (Trace)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (2 %)        

08B 51351439
Layer: Brown Drywall ND
Layer: White Skimcoat/Joint Compound Chrysotile 2 %
Layer: Paint ND

Asbestos (Trace)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (2 %)        

08C 51351440
Layer: White Drywall ND
Layer: White Woven Material ND
Layer: White Skimcoat/Joint Compound ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (2 %)        

08D 51351441
Layer: White Drywall ND
Layer: Yellow Woven Material ND
Layer: White Skimcoat/Joint Compound ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (2 %)        

08E 51351442
Layer: White Drywall ND
Layer: White Skimcoat/Joint Compound ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (Trace)        

08F 51351443
Layer: White Drywall ND
Layer: Drywall Tape ND
Layer: White Skimcoat/Joint Compounds ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (Trace)        
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Report Number: B304117
Date Printed: 05/27/20Client Name: Forensic Analytical Consulting Svcs

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

08G 51351444
Layer: White Drywall ND
Layer: Drywall Tape ND
Layer: White Skimcoat/Joint Compounds ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (25 %)        Fibrous Glass (Trace)        

09A 51351445
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (45 %)        Fibrous Glass (35 %)        

09B 51351446
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (45 %)        Fibrous Glass (35 %)        

09C 51351447
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (45 %)        Fibrous Glass (35 %)        

10A 51351448
Layer: White Drywall ND
Layer: White Skimcoat/Joint Compound ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (Trace)        

10B 51351449
Layer: White Drywall ND
Layer: Drywall Tape ND
Layer: White Skimcoat/Joint Compounds ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (Trace)        

10C 51351450
Layer: White Drywall ND
Layer: White Skimcoat/Joint Compound ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (Trace)        
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Report Number: B304117
Date Printed: 05/27/20Client Name: Forensic Analytical Consulting Svcs

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

10D 51351451
Layer: White Drywall ND
Layer: White Skimcoat/Joint Compound ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (Trace)        

10E 51351452
Layer: White Drywall ND
Layer: Drywall Tape ND
Layer: White Skimcoat/Joint Compounds ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (Trace)        

10F 51351453
Layer: White Drywall ND
Layer: White Skimcoat/Joint Compound ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (Trace)        

10G 51351454
Layer: White Drywall ND
Layer: Drywall Tape ND
Layer: White Skimcoat/Joint Compounds ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (20 %)        Fibrous Glass (Trace)        

11A 51351455
Layer: Light Grey Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

11B 51351456
Layer: Light Grey Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

11C 51351457
Layer: Light Grey Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        
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Date Printed: 05/27/20Client Name: Forensic Analytical Consulting Svcs

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

03D 51351458
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (45 %)        Fibrous Glass (35 %)        

03E 51351459
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (45 %)        Fibrous Glass (35 %)        

03F 51351460
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (45 %)        Fibrous Glass (35 %)        

03G 51351461
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (45 %)        Fibrous Glass (35 %)        

12A 51351462
Layer: Light Grey Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

12B 51351463
Layer: Light Grey Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

12C 51351464
Layer: Light Grey Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (Trace)        Fibrous Glass (80 %)        

12D 51351465
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (35 %)        Fibrous Glass (45 %)        
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Date Printed: 05/27/20Client Name: Forensic Analytical Consulting Svcs

Sample ID Lab Number
Asbestos

Type
Percent in

Layer
Asbestos AsbestosPercent in Percent in

Type TypeLayer Layer

12E 51351466
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (35 %)        Fibrous Glass (45 %)        

02G 51351467
Layer: Brown Fibrous Material ND
Layer: Beige Non-Fibrous Material ND
Layer: White Plaster ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (2 %)        

13A 51351468
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (35 %)        Fibrous Glass (45 %)        

13B 51351469
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (35 %)        Fibrous Glass (45 %)        

13C 51351470
Layer: Beige Fibrous Material ND
Layer: Paint ND

Asbestos (ND)Total Composite Values of Fibrous Components:
Cellulose (35 %)        Fibrous Glass (45 %)        

Analytical results and reports are generated by SGS Forensic Laboratories (SGSFL) at the request of and for the exclusive use of the person or entity (client) named on such report.
Results, reports or copies of same will not be released by SGSFL to any third party without prior written request from client. This report applies only to the sample(s) tested.
Supporting laboratory documentation is available upon request. This report must not be reproduced except in full, unless approved by SGSFL. The client is solely responsiblefor the
use and interpretation of test results and reports requested from SGSFL. SGSFL is not able to assess the degree of hazard resulting from materials analyzed. SGS Forensic
Laboratories reserves the right to dispose of all samples after a period of thirty (30) days, according to all state and federal guidelines, unless otherwise specified. All samples were
received in acceptable condition unless otherwise noted.

Note: Limit of Quantification ('LOQ') = 1%. 'Trace' denotes the presence of asbestos below the LOQ. 'ND' = 'None Detected'.
Tiffani Ludd, Laboratory Supervisor, Carson Laboratory
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Appendix C 
Personnel and Laboratory Certifications 
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Appendix D   
Floor Plans Depicting Sample Locations 
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